18" PE THREADED/VENTED

®1.06 TYP. MANWAY w/ 15" ACCESS S.UM.O. FLAT
/ 90 /—LADDER LUGS @ 0° AND 180°  (6.5"x6.5") 90°
+ _* | A A S.U.M.O. FLAT
53 {J — —— A I (10" X 10)
* \ 135° ! 450
A (26.0 '
132.4 180° _ _ 0°
130.5
118.1 i
94.0 * 1 sj
FLANGE WP |
LINE :
- ) R 14.5
OTYP. 15.0
T X
2050 X] 50
i o
1 \ | 1 Y 159 | 270° [™_ 12" X 24" FITTING FLAT
15.0 —== —~—
- ®120.0 — 2-4"S.UM.O. TIEDOWN/LIFTING
- =\ o FITTING LOCATION LUG 8 PLCS. 90° TYP.
2-3'S.U.M.O. 12" X 24" FITTING (10"X 10" @ 0°

FITTING LOCATION
(6.5"X 6.5") @ 90°

*ALL EXTERNAL PIPING MUST BE INDEPENDENTLY SUPPORTED.
*ONLY BASE FITTINGS TO BE LEFT INSTALLED AT TIME OF SHIPMENT PER SIl PROCEDURE.

FLAT @ 270°

DO NOT SCALE

STATUS:

Released

=77 SNYDER|™ s sam Tk 5500VCT X 120 |B

REVISION

SHEET

*Consult Snyder's Guidelines for Use and Installation prior to delivery.
Available on-line at http://www.snyderindustriestanks.com/Technical

ALL DIMENSIONS ARE IN INCHES, NOMINAL, & SUBJECT TO CHANGE WITHOUT NOTICE.
ALL DIMENSIONS ON ROTATIONAL MOLDED PARTS ARE SUBJECTTO A * 3% TOLERANCE.

© SNYDER INDUSTRIES, INC., 2019

ALL DIMENSIONS, DESIGNS, AND INFORMATION ON THIS PRINT MUST BE
CONSIDERED PROPRIETARY TO SNYDER INDUSTRIES, INC. AND MAY NOT
BE USED, COPIED, OR DISTRIBUTED WITHOUT WRITTEN PERMISSION OF AN
OFFICER (OR HIS AGENT) OF THE FIRM.

(402) 467-5221
www.snydernet.com

10F1

PART NO. ENG. ID.

7000000N D001043



http://www.snyderindustriestanks.com/Technical/Guidelines-for-Use-Installation

18" PE THREADED/VENTED

MANWAY w/ 15" ACCESS LADDER LUGS

@ 0° AND 180° 6.5"X 6.5"
D1.08 TYP. 8'81 S.U.M.O. FLAT RECESSED
1 TIEDOWN LIFTING 70 GALLON MARKS
7.2 + A LUG 8 PLCS. 90° TYP.
* [ f | 135°
A A
g AN
! 1.5TYP.
.. }
132.3 ] i)
]
130.5 26.0 180° -
111.1 0 J
FLANGE 115
LINE !
. 15.5
15.0 /
225° 315°
|| r‘_‘L \ | 2.0TYP.
16.5 270°
2-4"S.UM.O. ' -
- 1206 — FITTING LOCATION 150 —=
(10"X 10") @ 0°
2-3"S.U.M.O.
FITTING LOCATIONS
(6.5" X 6.5") @ 90°
*ALL EXTERNAL PIPING MUST BE INDEPENDENTLY SUPPORTED. _ DO NOT SCALE DRAWN BY Wsﬂyp[ﬂ e
*ONLY BASE FITTINGS TO BE LEFT INSTALLED AT TIME OF SHIPMENT PER SIl PROCEDURE. SRS paleased s INDUSTRIES, INC. ASM TK 5500VCT X 120

*Consult Snyder's Guidelines for Use and Installation prior to delivery.
Available on-line at http://www.snyderindustriestanks.com/Technical

ALL DIMENSIONS ARE IN INCHES, NOMINAL, & SUBJECT TO CHANGE WITHOUT NOTICE.
ALL DIMENSIONS ON ROTATIONAL MOLDED PARTS ARE SUBJECTTO A * 3% TOLERANCE.

© SNYDER INDUSTRIES, INC., 2019

ALL DIMENSIONS, DESIGNS, AND INFORMATION ON THIS PRINT MUST BE

CONSIDERED PROPRIETARY TO SNYDER INDUSTRIES, INC. AND
PIED, OR DISTRIBUTED WITHOUT WRITTEN PERMISSION Ol

BE USED, COI
OFFICER (OR HIS AGENT) OF THE FIRM.

MAY NOT
F AN

(402) 467-5221
www.snydernet.com

SHEET

REVISION

10F1

PART NO.

7000100N

ENG. ID.

D001051



http://www.snyderindustriestanks.com/Technical/Guidelines-for-Use-Installation

